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THE RU8ER0ID CO 


GENUINE RUBEROID 
BONDED ROOFS 


Built of either 

Asbestos—Coal Tar Pitch and Felt—Asphalt 


Through the association of four great roofing companies, 
The Ruberoid Co., with over 38 years of experience in the 
manufacture of quality roofing products, is now supplying 
Ruberoid Bonded Built-up Roofs in all of the popular types, 
Asbestos, Coal Tar Pitch and Felt and Asphalt. The factories 
of The Ruberoid Co. are producing the materials from which 
these roofs are constructed. 

Ruberoid specifications comprising all types of built-up 
roofs enable architects to specify the type of roof best adapted 
to construction and climatic conditions. Ruberoid Bonded 


Built-up Roofs provide for the architect, builder and owner, 
a guarantee of both workmanship and labor for 10, 15 or 
20 years, according to the specifications used. Ruberoid Bonded 
Roofs are applied only by approved roofing contractors and the 
guarantee is backed by a National Surety Bond. 

Tabulated below is a chart showing the specifications gen¬ 
erally used for various types of roofs—the guarantees applying 
and other essential information. 

Should supplementary information be desired from our 
Engineering Department, write or telephone our nearest office. 


CHART OF RUBEROID BONDED ROOFS, SPECIFICATIONS AND WEIGHTS OF MATERIALS 


Roofing Specifications 

Surfaces to be 

roofed 

Page 

number 

Specification 

number 

Guaranty bond, 
term of years 

Underwriters’ 

classification 

Maximum slope 
inches per foot 

Number of 
plies—membrane 

Membrane 

material 

Weight in pounds of 
plies of membrane 
per 100 sq. ft. 

Cementing 

material 

Finished 

surface 

material 

Board 

sheathing 

Precast 

gypsum 

blocks 

Poured concrete 

Poured gypsum 

Precast concrete tile 

Book tile 

:: Steel decks 

2 

tioo 

10 


6 

3 

Asphalt felt 
Asbestos felt 

1- 30 

2- 15 

Bond asphalt 

Bond asphalt 

- 



3 

f 101 

10 

A 

6 

3 

Asphalt felt 
Asbestos felt 

1- 30 

2- 15 

Bond asphalt 

Bond asphalt 


X 

X 

4 

f 150 

15 

A 

6 

3 

Asbestos felt 

1-60 

2-15 

Bond asphalt 

Bond asphalt 

X 



5 

151 

15 

A 

2 

4 

Tarred felt 

4-15 

Coal tar pitch 

Gravel or slag 

X 

X 


6 

152 

15 

A 

1 

3 

Tarred felt 

3-15 

Coal tar pitch 

Gravel or slag 



X 

5 

153 

15 

A 

4 

4 

Asphalt felt 

4-15 

Asphalt 

Gravel or slag 

X 

X 


6 

154 

15 

A 

3 

3 

Asphalt felt 

3-15 

Asphalt 

Gravel or slag 



X 

7 

f200 

20 

A 

6 

4 

Asbestos 

1-60 

3-15 

Bond asphalt 

Bond asphalt 

X 



8 

f 201 

20 

A 

6 

3 

Asbestos 

1-60 

2-15 

Bond asphalt 

Bond asphalt 


X 

X 

9 

202 

20 

A 

2 

5 

Tarred felt 

5-15 

Coal tar pitch 

Gravel or slag 

X 

X 


10 

203 

20 

A 

1 

4 

Tarred felt 

4-15 

Coal tar pitch 

Gravel or slag 



X 

9 

204 

20 

A 

3 

5 

Asphalt felt 

5-15 

Asphalt 

Gravel or slag 

X 

X 


10 

205 

20 

A 

3 

4 

Asphalt felt 

4-15 

Asphalt 

Gravel or slag 



X 

* 

206 

20 

A 

1 5 

Tarred felt 

5-15 

Coal tar pitch 

Promenade tile 

Concrete only 


*For complete specifications for Ruberoid Built-up Roof zvith Promenade Tile surface—also for Spacification used oz'cr Steel 
Decks—write nearest office for catalogue of Ruberoid Bonded Built-up Roofs. 

f We are in a position to furnish a No. 20 Asphalt Saturated Asbestos Felt instead of a No. 15 where desired by Architects , 
Engineers and Consumers. 


A FEW PROMINENT BUILT-UP ROOFING INSTALLATIONS 


„ . Number 

Owner and Address of Squares 

General Motors Co., Pontiac, Mich. 12,000 

Caterpillar Tractor Co., Peoria, Ill. 8,500 

Armour Leather Co., Williamsport, Pa. 3,000 

Merchandise Mart Building, Chicago, Ill. 2,250 

Standard Stoker Co., Erie, Pa. 1,200 

Atlantic Coast Line R. R., Montgomery, Ala. 1,060 


Kind 
of Felt 
Asphalt 

Tarred and Asphalt 
Asphalt 
Asbestos 

Asbestos 

Asbestos 


Architect 
Austin Co., Chicago 
Austin Co., Chicago 
Company 

Graham, Anderson, Probst 
& White, Chicago 
Company 
Company 


A More C&mplctc List of Large Built-up Roofing Installations Can Be Furnished on Request 
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Roofer 

Michigan Rooting Co. 

J. W. Bushell Co. 

W. E. Probst & Son 
Esko Rooting Company 

McCreary Rooting Co. 
C. H. Johnson 






























































































































THE RUBEROID CO. 


A733 


ASBESTOS FELT AND ASPHALT FELT, SMOOTH 

FINISH ROOF 

For Use Over Board Sheathing 

For Inclines Not Exceeding 6-In. per Ft. (Not to Be Used on True Level Decks) 

SPECIFICATION NO. 100—10-YEAR BOND 


The roofing shall he a Ruheroid Bonded Roof carrying a 
10-year Guaranty Bond, installed in accordance with conditions 
and specifications as hereinafter set forth. 

Definitions 

Unless otherwise specifically stated in any case, the terms 
hereunder listed shall be construed in accordance with defi¬ 
nitions as follows: 

Manufacturer—Ruheroid Mills division of The Ruberoid 
Co., whose main office is at No. 95 Madison Avenue, New York, 
N. Y. 

Contractor—The contractor for roofing work. 

Asphalt—Ruberoid Bond Roofing Asphalt. 

Asphalt Base-Felt—Ruheroid No. 30 Asphalt Base-Felt. 

Asbestos Felt—Ruberoid No. 15 Asphalt-saturated Asbes¬ 
tos Felt. 

Work by Others 

The roof deck must be constructed of seasoned lumber, 
dressed on upper side, dry and free from large cracks and 
knot holes. Roof boards must be securely nailed in place, 
leaving no nail heads above the wood surfaces. Surfaces must 
be properly graded to outlets and cant strips provided in the 
angle formed between the roof and vertical surfaces. 

General Requirements Applying to the 
Contractor 

The contractor must be approved by the manufacturer. 

The contractor shall inspect the board surfaces and shall 
not proceed with roofing work until all defects reasonably 
apparent by proper inspection and which might injure the 
roofing, have been remedied by others. 

The contractor assumes responsibility for existing under¬ 
surfaces as to their fitness to receive roofing when he proceeds 
with his work. 

Roof surfaces shall be swept clean and free of all loose 
material before proceeding with roofing work. 

The contractor shall afford all necessary facilities for in¬ 
spections by the manufacturer. 

Specifications for Laying Roofing 

First—Lay one ply of Asphalt Felt, lapping sheets 2-in. 
at edges and not less than 6-in. at end laps. Seal the laps with 
asphalt cement and nail at 3-in. intervals along the lap and at 
18-in. intervals along lines 
10-in. from each edge of each 
sheet, the latter nails being 
staggered. This felt shall be 
turned up not less than 4-in. 
along all walls and vertical 
surfaces. 

Second — Over the entire 
surface lay two plies of As¬ 
bestos Felt, embedding each 
sheet in Asphalt, lapping each 
sheet 17-in. over the preceding 
one and rolling each sheet im¬ 
mediately behind the mop to 
insure proper adhesion of all 
strips. Mopping and rolling 
shall be so done as to secure 
a continuous bed of asphalt, of 
uniform thickness. In noplace 


shall felt touch felt. Each sheet shall be nailed along the back 
edge only from 3-in. to 6-in. down, at intervals of approxi¬ 
mately 9-in. These felts shall be cut off at the angle of the 
roof deck and all vertical surfaces. 

Third—Over the entire surface mop a uniform coating of 
Asphalt, using not more than 20 lb. per 100 sq. ft. 

Materials and Workmanship 

Not less than the following quantities of materials shall be 
used in constructing each 100 sq. ft. of roofing: 

One ply Ruberoid No. 30 Asphalt Base-Felt. 31 lb. 

Two plies Ruberoid No. 15 Asphalt-Saturated 
Asbestos Felt . 32 lb. 

Ruberoid Bond Roofing Asphalt. 75 lb. 

Simplex nails. 2 lb. 

Total approximate weight, 100 sq. ft.140 lb. 

Felt shall be laid without wrinkles or buckles. It shall be 

rolled immediately behind the hot mop and firmly embedded 
by brooming the felt. Asphalt shall not be heated to exceed 
450° F. 

Ali nailing of roofing to board surfaces shall be done with 
Simplex fiat head roofing nails or with 7 /s-in. galvanized roofing 
nails, driven through flat tin discs. . 

All roofing work shall be done to the satisfaction and 
approval of the manufacturer. 

General Notes 

Note i —Insulated Roofs—If this roof is applied over 
insulating material, the insulation must be firm, capable of 
withstanding traffic without crushing, and of a type that will 

retain nails. . ini 

Provision must be made that no more insulation shall he 
laid at one time than can be promptly protected by roofing 
in the event of sudden weather changes. A felt cut-off shall 
be mopped along the edge of insulation at a distance not 
greater than one width of the insulating material from parapet 
walls, curbs and other openings. 

Note 2—Leader Heads, Vents, etc.—Leader heads, yents, 
and other openings shall be furnished with metal flanges of suf¬ 
ficient width to permit proper connections with the roofing. If 
not so furnished an exception of responsibility will be taken toi 
any leaks which may develop immediately adjacent. Flanges ot 


scuppers, 



gutters, gravel guards, finishing or edging strips, 
leader heads and vents shall 
be set on top of all felts, nailed 
and double felt stripped. 

Bonds 

This contractor shall fur¬ 
nish the Manufacturer's Surety 
Bond Guaranty as issued by 
the National Surety Company 
of New York, N. Y., covering 
a period of 10 years from date 
of completion of the work. 

Note: This guarantee is 
not given on jobs of less than 
50 squares, nor in such por¬ 
tions of the United States as 
are not covered by the Manu¬ 
facturer’s Inspection Service. 
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A734 


THE RUBEROID CO. 


ASBESTOS FELT AND ASPHALT FELT, SMOOTH 

FINISH ROOF 

For Use Over Poured Concrete, Poured Gypsum, Gypsum Block, 

Precast Concrete Tile or Book Tile 

For Inclines Not Exceeding 6-In. per Ft. (Not to Be Used on True Level Decks) 

SPECIFICATION NO. 101—10-YEAR BOND 

Underwriters’ Laboratories Class A Rating 


The roofing shall be a Ruberoid Bonded Roof carrying a 
10-year guaranty bond, installed in accordance with conditions 
and specifications as hereinafter set forth. 

Definitions 

Unless otherwise specifically stated in any case, the terms 
hereunder listed shall be construed in accordance with defi¬ 
nitions as follows: 

Manufacturer—Ruberoid Mills division of The Ruberoid 
Co., whose main office is at No. 95 Madison Avenue, New York, 
N. Y. 

Contractor—The contractor for roofing work. 

Asphalt—Rubberoid Bond Roofing Asphalt. 

Asphalt Base-Felt—Ruberoid No. 30 Asphalt Base-Felt. 

Asbestos Felt—Rubberoid No. 15 Asphalt-saturated 
Asbestos Felt. 

Primer—Rubberoid Concrete Primer. 

Work by Others 

The roof deck must be thoroughly dry, smooth and free 
from loose material, and must be properly graded to outlets. 

For inclines exceeding 3-in. to the foot, if the deck is of 
concrete, wood nailing strips must be provided at proper 
intervals. 

Coves shall be provided in the angle between the roof and 
the vertical surfaces. 

Where Book Tile is used, the surface of the tile must be 
covered with Portland cement mortar 1-in. thick with a smooth 
and even finish. 

Where gypsum blocks are required for nailing, they must 
be solid blocks. 

General Requirements Applying to the 
Contractor 

The contractor must be approved by the manufacturer. 

The contractor shall inspect the base surfaces and shall 
not proceed with roofing work until all defects reasonably ap¬ 
parent by proper inspection and which might injure the roofing, 
have been remedied by others. The contractor assumes responsi¬ 
bility for existing under-surfaces as to their fitness to receive 
roofing when he proceeds with his work. 

Roof surfaces shall be swept clean and free of all loose 
material before proceeding with roofing work. 

The contractor shall afford all necessary facilities for in¬ 
spection by the manufacturer. 

Specifications for Laying Roofing 

First—Coat the entire surface with Primer applied cold, 
allowing same to dry thoroughly. Where _ plastic material is 
used to caulk the joints of blocks, the coating of primer shall 
be held back 2-in. from all joints. 

Second—Over the entire surface lay one ply of Asphalt 
Felt in Roofing Asphalt, lapping 
each sheet 2-in. over the pre¬ 
ceding one at edges and not 
less than 6-in. at end laps. 

Roll each sheet immediately 
behind the mop to insure proper 
adhesion of all sheets. Mop¬ 
ping and rolling shall be so 
done as to secure a continuous 
bed of asphalt of uniform 
thickness. In no place shall 
felt touch felt or roof deck. 

Felts shall be cut off at the 
angle of the roof deck and all 
vertical surfaces. 

On inclines exceeding 3-in. 
to the foot these sheets shall be 
nailed at intervals of 9-in. along 
the lap into the nailing strips. 


Note: Where poured gypsum or precast gypsum blocks 
are used, all three plies of felt shall be nailed as specified in the 
case of board decks. 

Third—Over the entire surface lay in asphalt two plies of 
Asbestos Felt, lapping each sheet 17-in. over the preceding 
one, rolling each sheet immediately behind the mop to insure 
a uniform coating of hot asphalt. In no place shall felt touch 
felt. 

On inclines exceeding 3-in. to the foot, sheets shall be 
nailed at intervals of 12-in. along the nailing strips or back 
edge. 

These felts shall be cut off at the angle of the roof deck 
and vertical surfaces. 

Fourth—Over the entire surface mop a uniform coating of 
asphalt, using not more than 20 lb. per 100 sq. ft. 

Materials and Workmanship 

Not less than the following quantities of materials shall 
be used in constructing each 100 sq. ft. of roofing: 

Ruberoid Concrete Primer (1 gal.). 10 lb. 

One ply Ruberoid No. 30 Asphalt Base-Felt. 31 lb. 

Two plies Ruberoid No. 15 Asphalt-saturated 

Asbestos Felt . 32 lb. 

Ruberoid Bond Roofing Asphalt.110 lb. 

Total approximate weight 100 sq. ft.183 lb. 

Felt shall be laid without wrinkles or buckles. It shall be 
rolled immediately behind the hot mop and firmly embedded by 
brooming the felt. Asphalt shall not be heated to exceed 
450° F. 

All nailing of roofing shall be done with Simplex flat head 
roofing nails or with %-in. galvanized roofing nails, driven 
through flat tin discs. 

All roofing work shall be done to the satisfaction and ap¬ 
proval of the manufacturer. 

General Notes 

Note 1 —Insulated Roofs—If this roof is applied over in¬ 
sulating material, the insulation must be firm, capable of with¬ 
standing traffic without crushing, and of a type that will retain 
nails. Provisions must be made that no more insulation shall 
be laid at one time than can be promptly protected by roofing 
in the event of sudden weather changes. A felt cut-off shall 
be mopped along the edge of insulation at a distance not greater 
than one width of the insulating material from parapet walls, 
curbs and other openings. 

Note 2 —Leader Heads, Vents, Etc.—Leader heads, vents 
and other openings shall be furnished with metal flanges of 
sufficient width to permit proper connections with the roofing. 
If not so furnished an exception of responsibility will be taken 
for any leaks which may develop immediately adjacent. Flanges 
of scuppers, gutters, gravel guards, finishing or edging strips, 

leader heads and vents shall be 
set on top of all felts, nailed 
and double felt stripped. 

Bond 

This contractor shall fur¬ 
nish the Manufacturer’s Surety 
Bond Guaranty as issued by the 
National Surety Company of 
New York, N. Y., covering 
a period of 10 years from 
date of completion of the 
work. 

Note: This guarantee is 
not given on jobs of less than 
50 squares, nor in such portions 
of the United States as are not 
covered by the Manufacturer’s 
Inspection Service. 
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THE RUBEROID CO. 


A735 


ASBESTOS AND ASPHALT MATERIALS, SMOOTH 

FINISH ROOF 

For Use Over Board Sheathing 

For Inclines Not Exceeding 6-In. per Ft. (Not to Be Used on True Level Decks) 


SPECIFICATION NO. 150—15-YEAR BOND 

Underwriters’ Laboratories Class A Rating 


The roofing shall be a Ruberoicl Bonded Roof carrying a 
15-year guaranty bond, installed in accordance with conditions 
and specifications as hereinafter set forth. 

Definitions 

Unless otherwise specifically stated in any case, the terms 
hereunder listed shall be construed in accordance with defini¬ 
tions as follows: 

Manufacturer—Ruberoid Mills division of The Ruberoid 
Co., whose main office is at No. 95 Madison Avenue, New 
York, N. Y. 

Contractor—The contractor for roofing work. 

Asphalt—Ruberoid Bond Roofing Asphalt. 

Asbestos Base-Felt—Ruberoid No. 60 Asbestos Base-Felt. 

Asbestos Felt—Ruberoid No. 15 Asphalt-saturated Asbes¬ 
tos Felt. 

Work by Others 

The roof deck must be constructed of seasoned lumber, 
dressed on upper side, dry and free from large cracks and 
knot holes. Roof boards must be securely nailed in place, 
leaving no nail heads above the wood surfaces. Surfaces 
must be properly graded to outlets, and cant strips pro¬ 
vided in the angle formed between the roof and vertical 
surfaces. 


in no place shall felt touch felt. Each sheet shall be nailed 
along the back edge from 3 to 6-in. down at intervals of 
approximately 9-in. These felts shall be cut off at the angle 
of the roof deck and all walls or vertical surfaces. 

Third—Over the entire surface mop a uniform coating 
of Asphalt, using not more than 20 lb. per 100 sq. ft. 

Materials and Workmanship 

Not less than the following quantities of materials shall 
be used in constructing each 100 sq. ft. of roofing:. 


One ply Ruberoid No. 60 Asbestos Base-Felt....... 60 lb. 

Two plies Ruberoid No. 15 Asphalt-saturated 

Asbestos Felt . 32 lb. 

Ruberoid Bond Roofing Asphalt. 75 lb. 

Simplex Nails . 2 lb. 


Total approximate weight 100 sq. ft.169 lb. 

Felt shall be laid without wrinkles or buckles. It shall be 


rolled immediately behind the hot mop and firmly embedded 
by brooming the felt. Asphalt shall not be heated to exceed 
450° F. 

All nailing of roofing to board surfaces shall be done 
with Simplex flat head roofing nails or with %-in. galvanized 
roofing nails, driven through flat tin discs. 

All roofing shall be done to the satisfaction and approval 
of the manufacturer. 


General Requirements Applying to the 
Contractor 

The contractor must be approved by the manufacturer. 

The contractor shall inspect the roof surfaces and shall 
not proceed with roofing work until all defects reasonably 
apparent by proper inspection and which might injure the 
roofing, have been remedied by others. The contractor 
assumes responsibility for existing under-surfaces as to 
their fitness to receive roofing when he proceeds with his 
work. 

Roof surfaces shall be swept clean and free of all loose 
material before proceeding with roofing work. 

The contractor shall afford all necessary facilities for 
inspections by the manufacturer. 

Specifications for Laying Roofing 

First—Lay one ply of Asbestos Base-Felt, lapping each 
sheet 2-in. at edges and not 
less than 6-in. at end laps. 

Sealing the laps with asphalt 
cement and nail at 3-in. inter¬ 
vals along the lap, and also at 
intervals of 18-in. on a line 
10-in. from each edge of the 
sheet, staggering the nails. This 
felt shall be turned up not less 
than 4-in. along all walls and 
vertical surfaces. 

Second—Over the entire 
surface embed in Asphalt two 
plies of Asbestos Felt lapping 
each sheet 17-in. over the pre¬ 
ceding one and rolling each 
sheet immediately behind the 
mop to insure a uniform coat¬ 
ing of hot asphalt so that 


General Nofes 

Note 1 —Insulated Roofs—If this roof is applied over 
insulating material, the insulation must be firm, capable of 
withstanding traffic without crushing, and of a type that will 
retain nails. 

Provisions must be made that no more insulation shall 
be laid at one time than can be promptly protected by roof¬ 
ing in the event of sudden weather changes. A felt cut-off 
shall be mopped along the edge of insulation at a distance of 
not greater than one width of the insulating material from 
parapet walls, curbs and other openings. 

Note 2 —Leader Heads, Vents, etc.—Leader heads, vents, 
and other openings shall be furnished with metal flanges of 
sufficient width to permit proper connections with the roofing. 
If not so furnished an exception of responsibility will be taken 
for any leaks which may develop immediately adjacent. 
Flanges of scuppers, gutters, gravel guards, finishing or edg¬ 
ing strips, leader heads and vents shall be set on top of all 

felts, nailed and double felt 
stripped. 


Bond 

This contractor shall fur¬ 
nish the Manufacturer’s Surety 
Bond Guaranty as issued by 
the National Surety Company 
of New York, N. Y., cover¬ 
ing a period of 15 years from 
date of completion of the 
work. 

Note: This guarantee is 
not given on jobs of less than 
50 squares, nor in such por¬ 
tions of the United States as 
are not covered by the Manu¬ 
facturer’s Inspection Service. 
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A736 


THE RUBEROID CO. 


COAL TAR PITCH AND TARRED FELT, GRAVEL OR SLAG 

FINISH ROOF 

For Use Over Board Sheathing and Precast Gypsum Blocks 

For Inclines Not Exceeding 2-In. per Ft. 

SPECIFICATION NO. 151—15-YEAR BOND 1 

Underwriters’ Laboratories Class A Rating 


The roofing shall be a Ruberoid Bonded Roof carrying a 
15-year guaranty bond, installed in accordance with condi¬ 
tions and specifications as hereinafter set forth. 

Definitions 

Unless otherwise specifically stated in any case, the terms 
hereunder listed shall be construed in accordance with defini¬ 
tions as follows: 

Manufacturer—Ruberoid Mills division of The Ruberoid 
Co., whose main office is at No. 95 Madison Avenue, New 
York, N. Y. 

Contractor—The contractor for roofing work. 

Tarred Felt—Ruberoid No. 15 Tarred Felt. 

Coal Tar Pitch—Ruberoid Coal Tar Pitch. 

Work by Others 

If over boards, the roof deck shall be constructed of sea¬ 
soned lumber, smooth and securely nailed, and free from large 
cracks or knot holes. It shall be properly graded to outlets and 
swept clean and free from all loose material. 

Where gypsum blocks are required for nailing they must be 
solid blocks. 

General Requirements Applying to the 
Contractor 

The contractor must be approved by the manufacturer. 

The contractor shall inspect the roof surfaces and shall not 
proceed with roofing work until all defects, reasonably apparent 
by proper inspection and which might injure the roofing, have 
been remedied by others. The contractor assumes responsibility 
for existing under-surfaces as to their fitness to receive roofing 
when he proceeds with his work. 

Roof surfaces shall be swept clean and free of all loose 
material before proceeding with roofing work. 

The .contractor shall afford all necessary facilities for 
inspections by the manufacturer. 

Specifications for Laying Roofing 

First—Lay one thickness of sheathing paper, weighing not 
less than 5 lb. per 100 sq. ft., lapping the sheets at least 1-in. 
If Precast Gypsum Block is used, sheathing paper may be 
omitted. 

Second—Over the entire surface lay two plies of Tarred 
Felt, lapping each sheet 17-in. over the preceding one, and turn¬ 
ing up these felts not less than 4-in. along all vertical surfaces. 
Nail as often as is necessary to secure, until the remaining 
felt is laid. 

Third—Coat the entire sur¬ 
face uniformly with Coal Tar 
Pitch. 

Fourth—Over the entire 
surface lay two plies of Tarred 
Felt, lapping each sheet 17-in. 
over the preceding one, mop¬ 
ping with Coal Tar Pitch the 
full 17-in. on each sheet, so 
that in no place shall felt touch 
felt. The back edge of each 
sheet shall be nailed at inter¬ 
vals of 24-in. at a distance not 
greater than 6-in. from back 
edge of sheet. Such nailing as is 
necessary shall be done so that 
all nails are covered by not less 


than one ply of felt. The felts shall be cut off at the angle of 
the roof deck and walls or vertical surfaces. 

Fifth—Over the entire surface pour a uniform coating of 
Coal Tar Pitch into which, while hot, embed not less than 400 
lb. of gravel or 300 lb. of slag for each 100 sq. ft. The gravel or 
slag shall be %-in. to %-in. in size, dry and free from dirt. 
If the roof is applied during cold weather, or the slag or gravel 
is damp, it shall be heated and dried immediately before appli¬ 
cation. 

Materials and Workmanship 

Not less than the following quantities of materials shall be 
used in constructing each 100 sq. ft. of roof area: 


One-layer Sheathing Paper. 5 lb. 

Four plies Ruberoid No. 15 Tarred Felt. 65 lb. 

Ruberoid Coal Tar Pitch.125 lb. 

Simplex nails. 1 lb. 

Roofing gravel.400 lb. 

or 

Roofing slag.300 lb. 


Total approximate weight.. ls ravel s “ rface .-jj* lh. 

\slag suriace.496 lb. 

Felt shall be laid without wrinkles or buckles. Pitch shall 
not be heated to exceed 400° F. 

All nailing of roofing shall be done with Simplex fiat head 
roofing nails or with %-in. galvanized roofing nails, driven 
through flat tin discs. 

All roofing shall be done to the satisfaction and approval of 
the manufacturer. 

General Notes 

Note 1 —Insulated Roofs—If this roof is applied ovei 
insulating material, the insulation must be firm, capable of with¬ 
standing traffic without crushing, and of a type that will retain 
nails. Provisions must be made that no more insulation shall be 
laid at one time than can be promptly protected by roofing in 
the event of sudden weather changes. A felt cut-off shall be 
mopped along the edge of insulation at a distance of not greater 
than one width of the insulating material from parapet walls, 
curbs, and other openings. 

Note 2 —Leader Heads, Vents, etc.—Leader heads, vents, 
and other openings shall be furnished with metal flanges of 
sufficient width to permit proper connections with the roofing. 
If not so furnished an exception of responsibility will be taken 
for any leaks which may develop immediately adjacent. Flanges 
of scuppers, gutters, gravel guards, finishing or edging strips. 

leader heads and vents shall be 
set on to}) of all felts, nailed 
and double felt stripped. 

Bond 

This contractor shall fur¬ 
nish the Manufacturer’s Surety 
Bond Guaranty as issued by the 
National Surety Company of 
New York, N. Y., covering a 
period of 15 years from date of 
completion of the work. 

Note: This guarantee is 
not given on jobs of less than 
50 squares, nor in such portions 
of the United States as are not 
covered by the Manufacturer’s 
Inspection Service. 



SPECIFICATION NO. 153—ASPHALT FELT AND ASPHALT WITH SLAG OR GRAVEL SURFACE 
15-Year Bond—Underwriters Class A Rating—For inclines not exceeding 4-in. per ft. 

Construction identical with No. 151, except that no sheathing paper is required. 
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THE RUBEROID CO. 


A737 


COAL TAR PITCH AND TARRED FELT, GRAVEL OR SLAG 

FINISH ROOF 

For Use Over Poured Concrete, Poured Gypsum, Precast Concrete 

Tile or Book Tile 


For Inclines Not Exceeding 1-In. per Ft. 

SPECIFICATION NO. 152—15-YEAR BOND 

Underwriters’ Laboratories Class A Rating 


The roofing shall be a Ruberoid Bonded Roof carrying a 
15-year guaranty bond, installed in accordance with conditions 
and specifications as hereinafter set forth. 

Definitions 

Unless otherwise specifically stated in any case, the terms 
hereunder listed shall be construed in accordance with defi¬ 
nitions as follows: 

Manufacturer—Ruberoid Mills division of The Ruberoid 
Co., whose main office is at No. 95 Madison Avenue, New 
York, N. Y. 

Contractor—The contractor for roofing work. 

Tarred Felt—Ruberoid No. 15 Tarred Felt. 

Coal Tar Pitch—Ruberoid Coal Tar Pitch. 


Work by Others 

The roof deck shall be thoroughly dry, smooth and free 
from loose material, and properly graded to outlets. 

Where Book Tile is used the surface of the tile shall be 
covered with Portland cement mortar 1 -in. thick with smooth 
and even finish. 


less than 400 lb. of gravel or 300 lb. of slag for each 100 sq. ft. 
1 he gravel or slag shall be from -! 4 -in. to %-in. in size, dry 
and free from dirt. 

If the roof is applied during cold weather, or slag or 
gravel is damp, it shall be heated and dried immediately before 
application. 

Materials and Workmanship 

Not less than the following quantities of materials shall be 
used in constructing each 100 sq. ft. of roof area: 


Three plies Ruberoid No. 15 Tarred Felt. 50 lb. 

Ruberoid Coal Tar Pitch. 175 p, 

Roof gravel ......’*400 lb. 

or 

Roofing Slag . 300 lb. 


Total approximate weight.. /g ravel surface.625 lb. 

..... , „ , , Islag surface.525 lb. 

All telt shall be laid without wrinkles or buckles. Pitch 
shall not be heated to exceed 400° F. 

All roofing shall be done to the satisfaction and approval 
ot the manulacturcr. 


General Requirements Applying to the 
Contractor 

The contractor must be approved by the manufacturer. 

1 he contractor shall inspect the roof surfaces and shall 
not proceed with roofing work until all defects, reasonably 
apparent by proper inspection and which might injure the roof- 
ing, have been remedied by others. I he contractor assumes 
responsibility for existing under-surfaces as to their fitness 
to receive roofing when he proceeds with bis work. 

Roof surfaces shall be swept clean and free of all loose 
material before proceeding with roofing work. 

The contractor shall afford all necessary facilities for in¬ 
spection by the manufacturer. 

Specifications for Laying Roofing 

First—Coat the deck uniformly with Coal Tar Pitch. If 
Precast Concrete Tile is used, 
the surface shall be spot or 
strip mopped. 

Second — Over the entire 
surface lay three plies of 
Tarred Felt lapping each sheet 
22 -in. over the preceding one 
and mopping with Coal Tar 
Pitch the full 22-in. on each 
sheet so that in no place shall 
felt touch felt. The felt shall 
be cut off at the angle of the 
roof deck and walls or vertical 
surfaces. 

Third — Over the entire 
surface pour a uniform coat¬ 
ing of Coal Tar Pitch into 
which, while hot, embed not 



General Notes 

Note 1 Insulated Roofs—If this roof is applied over 
insulating material, the insulation must be firm, capable of with¬ 
standing traffic without crushing, and of a type that will retain 
nails. 

1 rovisions must be made that no more insulation shall 
be laid at one time than can be promptly protected by roofing 
111 the event of sudden weather changes. A felt cut-off shall be 
mopped along the edge of insulation at a distance of not greater 
than one width of the insulating material from parapet walls 
curbs and other openings. 

Note 2 Leader Heads, Vents, Etc.—Leader heads, vents 
and other openings shall be furnished with metal flanges of 
sufficient width to permit proper connections with the roofing 
If not so furnished an exception of responsibility will be taken 
tor any leaks which may develop immediately adjacent 
Manges of scuppers, gutters, gravel guards, finishing or edging 
strips, leader heads and vents shall be set on top of all 

felts, nailed and double felt 
stripped. 

Bond 

This contractor shall fur¬ 
nish the Manufacturer’s Surety 
Bond Guaranty as issued by the 
National Surety Company of 
New York, N. Y., covering a 
period of 15 years from date 
of completion of the work. 

Note: This guarantee is 
not given on jobs of less than 
50 squares, nor in such portions 
of the United States as are not 
covered by the Manufacturer’s 
Inspection Service. 


'SPECIFICATION NO. 154—ASPHALT FELT AND ASPHALT WITH SLAG OR GRAVEL SURFACE 
15-Year Bond—Underwriters Class A Rating—For inclines not exceeding 3-in. per ft. 

Construction Identical zuith No. 152, except that a primer is used. 
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A738 


THE RUBEROID CO. 


ASBESTOS AND ASPHALT MATERIALS, SMOOTH 

FINISH ROOF 


For Use Over Board Sheathing 

For Inclines Not Exceeding 6-In. per Ft. (Not to Be Used on True Level Decks) 

SPECIFICATION NO. 200—20-YEAR BOND 


Underwriters’ Laboratories Class A Rating 


The roofing shall be Ruberoid Bonded Roof carrying a 
20 -year guaranty bond, installed in accordance with conditions 
and specifications as hereinafter set forth. 

Definitions 

Unless otherwise specifically stated in any case, the terms 
hereunder listed shall be construed in accordance with defini¬ 
tions as follows: 

Manufacturer —Ruberoid Mills division of The Ruberoid 
Co., whose main office is at No. 95 Madison Avenue New 
York, N. Y. 

Contractor —The contractor for roofing work. 

Asphalt —Ruberoid Bond Roofing Asphalt. 

Asbestos Base-Felt— Ruberoid No. 60 Asbestos Base-Felt. 

Asbestos Felt— Ruberoid No. 15 Asphalt-saturated Asbes¬ 
tos Felt. 

Work by Others 

The roof deck must be constructed of seasoned lumber, 
dressed on upper side, dry and free from large cracks and knot 
holes. Roof boards must be securely nailed in place, leaving 
no nail heads above the wood surfaces. Surfaces must be 
properly graded to outlets, and cant strips provided in the angle 
formed between the roof and vertical surfaces. 

General Requirements Applying to the 
Contractor 

The contractor must be approved by the manufacturer. 

The contractor shall inspect the roof surfaces and shall not 
proceed with roofing work until all defects reasonably apparent 
by proper inspection and which might injure the roofing, have 
been remedied by others. The contractor assumes responsi¬ 
bility for existing under-surfaces as to their fitness to receive 
roofing, when he proceeds with his work. 

Roof surfaces shall be swept clean and free of all loose 
material before proceeding with roofing work. 

The contractor shall afford all necessary facilities for in¬ 
spections by the manufacturer. 

Specifications for Laying Roofing 

First—Lay one ply of Asbestos Base-Felt, lapping each 
sheet 2-in. at edges and not less than 6 -in. at end laps. Seal 
the laps with Asphalt cement, and nail at 3 -in. intervals along 
the lap, turning this sheet up 
not less than 4-in. along all 
vertical surfaces. 

Second —Over the entire 
surface embed in Asphalt three 
plies of Asbestos Felt, lapping 
each sheet 22 -in. over the pre¬ 
ceding one, rolling each sheet 
immediately behind the mop to 
insure a uniform coating of hot 
Asphalt so that in no place 
shall felt touch felt. Each 
sheet shall be nailed along the 
back edge from 3 to 6 -in down 
at intervals of approximately 


9-in. These felts shall be cut off at the angle of the roof deck 
and walls or vertical surfaces. 

Third—Over the entire surface mop a uniform 
coating of Asphalt using not more than 20 lb. per 100 
sq. ft. 

Materials and Workmanship 

Not less than the following quantities of materials shall 


be used in constructing each 100 sq. ft. of roof area: 

One ply Ruberoid No. 60 Asbestos Base-Felt. 60 lb. 

Three plies Ruberoid No. 15 Asphalt-saturated 

Asbestos Felt . 48 lb 

Ruberoid Bond Roofing Asphalt. 95 lb 

Simplex nails . 2 lb 


Total approximate weight per 100 sq. ft.205 lb. 


Felt shall be laid without wrinkles or buckles. It shall be 
rolled immediately behind the hot mop and firmly embedded by 
brooming the felt. The Asphalt shall not be heated to exceed 
450° F. 

All nailing of roofing to board surfaces shall be done with 
Simplex fiat head roofing nails or with %-in. galvanized roofing 
nails driven through flat tin discs. 

All roofing shall be done to the satisfaction and approval 
of the manufacturer. 

General Notes 

Note 1 Insulated Roofs —If this roof is applied over in¬ 
sulating material, the insulation must be firm, capable of with¬ 
standing traffic without crushing, and of a type that will retain 
nails. Provisions must be made that no more insulation shall 
be laid at one time than can be promptly protected by roofing 
111 the event of sudden weather changes. A felt cut-off shall be 
mopped along the edge of insulation at a distance of not greater 
than one width of the insulating material from parapet walls, 
curbs and other openings. 

Note 2 — Leader Heads, Vents, Etc.— Leader heads, vents, 
and other openings shall be furnished with metal flanges of 
sufficient width to permit proper connections with the roofing. 
If not so furnished an exception of responsibility will be taken 
for any leaks which may develop immediately adjacent. Flanges 
of scuppers, gutters, gravel guards, finishing or edging strips, 
leader heads and vents shall be set on top of all felts, nailed 
and double felt stripped. 

Bond 

This contractor shall fur¬ 
nish the Manufacturer’s Surety 
Bond Guaranty as issued by the 
National Surety Company of 
New York, N. Y., covering a 
period of 20 years from date 
of completion of the work. 

Note: This guarantee is 
not given on jobs of less than 
50 squares, nor in such por¬ 
tions of the United States as 
are not covered by the Manu¬ 
facturer’s Inspection Service. 
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THE RUBEROID CO. 


A739 


ASBESTOS AND ASPHALT MATERIALS, SMOOTH 

FINISH ROOF 

For Use Over Poured Concrete, Poured Gypsum, Gypsum Block, 
Precast Concrete Tile or Book Tile 


For Inclines Not Exceeding 6-In. per Ft. (Not to Be Used on True Level Decks) 


SPECIFICATION NO. 201—20-YEAR BOND 

Underwriters’ Laboratories Class A Rating 


The roofing shall be a Ruberoicl Bonded Roof carrying a 
20-year guaranty bond, installed in accordance with conditions 
and specifications as hereinafter set forth. 

Definitions 

Uidess otherwise specifically stated in any case, the terms 
hereunder listed shall he construed in accordance with defi¬ 
nitions as follows: 

Manufacturer—Ruberoid Mills division of The Ruberoid 
Co., whose main office is at No. 95 Madison Avenue, New 
York, N. Y. 

Contractor—The contractor for roofing work. 

Asphalt—Ruberoid Bond Roofing Asphalt. 

Asbestos Base-Felt—Ruberoid No. 60 Asbestos Base-Felt. 

Asbestos Felt—Ruberoid No. 15 Asphalt-saturated Asbes¬ 
tos Felt. 

Concrete Primer—Ruberoid Concrete Primer. 

Work by Others 

The roof deck shall be thoroughly dry, smooth and free 
from loose material, and properly graded to outlets. 

Where Book Tile is used the surface of the tile shall be 
covered with portland cement mortar 1-in. thick with a smooth 
and even finish. 

Where poured gypsum or precast gypsum blocks are used, 
all felt shall be nailed as required when the roof deck is of 
boards. Gypsum blocks for nailing must be solid blocks. 

For inclines exceeding 3-in. to the foot, if the deck is of con¬ 
crete wooden nailing strips must be provided at proper intervals. 

Cant strips shall be provided in the angle formed between 
the roof and vertical surfaces. 

General Requirements Applying to the 
Contractor 

The contractor must be approved by the manufacturer. 

The contractor shall inspect the roof surfaces and shall not 
proceed with roofing work until all defects, reasonably appar¬ 
ent by proper inspection and which might injure the roofing, 
have been remedied by others. The contractor assumes respon¬ 
sibility for existing under-surfaces as to their fitness to receive 
roofing when he proceeds with his work. 

Roof surfaces shall be swept clean and free of all loose 
material before proceeding with roofing work. 

The contractor shall afford all necessary facilities for 
inspections by the manufacturer. 

Specifications for Laying Roofing 

First—Coat the entire surface with Concrete Primer ap¬ 
plied cold and allow same to 
dry thoroughly. Where plastic 
material is used to caulk the 
joints of blocks, the coating of 
primer shall be held back 2-in. 
from all joints. 

Second—Over the entire 
surface embed in Asphalt one 
ply of Asbestos Base-Felt lap¬ 
ping each sheet 2-in. over the 
preceding one at edges and not 
less than 6-in. at end laps. Mop 
between the laps and nail at in¬ 
tervals of 12-in. along the laps 
into the nailing strip. All felts 
shall be cut off at the angle of 
the roof deck and all walls or 
vertical surfaces. 

Third—Over the entire 


surface embed in Asphalt tw r o plies of Asbestos Felt, 
lapping each sheet 17-in. over the preceding one, rolling 
each sheet immediately behind the mop to insure a uni¬ 
form coating of hot asphalt so that in no place shall felt touch 
felt. 

On inclines exceeding 3-in. to the foot, these sheets shall 
be nailed 6-in. from the back edge at intervals of 24-in. All 
felts shall be cut off at the angle of the roof deck and all walls 
or vertical surfaces. 

Fourth—Over the entire surface mop a uniform coating 
of Asphalt, using not more than 20 lb. per 100 sq. ft. 

Materials and Workmanship 

Not less than the following quantities of materials shall 
be used in constructing each 100 sq. ft. of roof area: 


Ruberoid Concrete Primer (1 gal.). 10 lb. 

One ply Ruberoid No. 60 Asbestos Base-Felt. 60 lb. 

Two plies Ruberoid No. 15 Asphalt-saturated 

Asbestos Felt . 32 lb. 

Ruberoid Bond Roofing Asphalt.110 lb. 


Total approximate weight per 100 sq. ft.212 lb. 


Felt shall be laid without wrinkles or buckles. It shall be 
rolled immediately behind the hot mop and firmly imbedded by 
brooming the felt. 

All nailing of roofing to roof surfaces shall be done with 
Simplex flat head roofing nails or with %-in. galvanized roof¬ 
ing nails, driven through flat tin discs. 

All roofing shall be done to the satisfaction and approval 
of the manufacturer. 

General Notes 

Note 1 —Insulated Roofs—If this roof is applied over 
insulating material, the insulation must be firm, capable of 
withstanding traffic without crushing, and of a type that will 
retain nails. Provisions must be made that no more insulation 
shall be laid at one time than can be promptly protected by 
roofing in the event of sudden weather changes. A felt cut-off 
shall be mopped along the edge of insulation at a distance of 
not greater than one width of the insulating material from 
parapet walls, curbs and other openings. 

Note 2 —Leader Heads, Vents, etc.—Leader heads, vents, 
and other openings shall be furnished with metal flanges of 
sufficient width to permit proper connections with the roofing. 
If not so furnished an exception of responsibility will be 
taken for any leaks which may develop immediately adjacent. 
Flanges of scuppers, gutters, gravel guards, finishing or 

edging strips, leader heads and 
vents shall be set on top of 
all felts, nailed and double felt 
stripped. 

Bond 

This contractor shall fur¬ 
nish the Manufacturer’s Surety 
Bond Guaranty as issued by the 
National Surety Company of 
New York, N. Y., covering a 
period of 20 years from date 
of completion of the work. 

Note: This guarantee is not 
given on jobs of less than 50 
squares, nor in such portions 
of the United States as are 
not covered by the Manufac¬ 
turer’s Inspection Service. 
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A740 


THE RUBEROID CO. 


COAL TAR PITCH AND TARRED FELT, GRAVEL OR SLAG 

FINISH ROOF 

For Use Over Board Sheathing and Precast Gypsum Blocks 

For Inclines Not Exceeding 2-In. per Ft. 

SPECIFICATION NO. 202—20-YEAR BOND 

Underwriters’ Laboratories Class A Rating 


The roofing shall be a Ruberoid Bonded Roof carrying a 
20 -year guaranty bond, installed in accordance with con¬ 
ditions and specifications as hereinafter set forth. 

Definitions 

Unless otherwise specifically stated in any case, the terms 
hereunder listed shall be construed in accordance with defini¬ 
tions as follows. 

Manufacturer—Ruberoid Mills division of The Rukeroid 
Co., whose main office is at No. 95 Madison Avenue, New 
York, N. Y. 

Contractor—The contractor for roofing work. 

Tarred Felt—Ruberoid No. 15 Tarred Felt. 

Coal Tar Pitch—Ruberoid Coal Tar Pitch. 

Work by Others 

If over boards, the roof deck shall be constructed of sea¬ 
soned lumber, smooth and securely nailed, and free from large 
cracks or knot holes. It shall be properly graded to outlets 
and swept clean and free from all loose material. 

Where gypsum blocks are required for nailing they must 
be solid. 

General Requirements Applying to the 
Contractor 

The contractor must be approved by the manufacturer. 

The contractor shall inspect the roof surfaces and shall 
not proceed with roofing work until all defects, reasonably ap¬ 
parent by proper inspection and which might injure the roofing, 
have been remedied by others. The contractor assumes respon¬ 
sibility for existing under-surfaces as to their fitness to receive 
roofing when he proceeds with his work. 

Roof surfaces shall be swept clean and free of all loose 
material before proceeding with roofing work. 

The contractor shall afford all necessary facilities for in¬ 
spection by the manufacturer. 

Specifications for Laying Roofing 

First—Lay one thickness of sheathing paper, weighing not 
less than .5 lb. per 100 sq. ft., lapping the sheets at least 1-in. If 
Precast Gypsum Block is used, sheathing paper may be omitted. 

Second—Over the entire surface lay two plies of Tarred 
Felt, lapping each sheet 17-in. over the preceding one and nail¬ 
ing as often as is necessary to secure, until the remaining felt 
is laid. These felts shall be turned up not less than 4-in. along 
all wails or vertical surfaces. 

Third—Coat the entire 
Tar Pitch. 

Fourth—Over the entire 
surface lay three plies of 
Tarred Felt, lapping each 
sheet 22 -in. over the preced¬ 
ing one, mopping with Coal 
Tar Pitch the full 22-in. on 
each sheet, so that in no 
place shall felt touch felt. 

The back edge of the sheet 
shall be nailed at intervals 
of 24-in. at a distance not 
greater than 6 -in. from the 
back edge of the sheet. Such 
nailing as is necessary shall be 
done so that all nails are cov¬ 
ered by not less than two plies 
of felt. These felts shall be cut 


off at the angle of the roof deck and w r alls or vertical sur¬ 
faces. 

Fifth—Over the entire surface pour a uniform coating 
of Coal Tar Pitch into which, while hot, embed not less 
than 400 lb. of gravel or 300 lb. of slag for each 100 sq. ft. 
The gravel or slag shall be !4-in. to %-in. in size, dry and 
free from dirt. If the roof is applied during cold weather 
or slag or gravel is damp, it shall he heated and dried imme¬ 
diately before application. 

Materials and Workmanship 

Not less than the following quantities of materials shall be 
used in constructing each 100 sq. ft. of roof area: 


One layer Sheathing Paper. 5 lb. 

Five plies Ruberoid No. 15 Tarred Felt. 80 lb. 

Ruberoid Coal Tar Pitch.150 lb. 

Simplex nails. 2 lb. 

Roofing gravel . 4 QQ lb. 

or 

Roofing slag .300 lb. 


Total approximate weight \ S ravel s “ rface ••••“7 lb. 

& (.slag surface.a3/ lb. 

The felt shall be laid without wrinkles or buckles, and the 
pitch shall not be heated to exceed 400° F. 

All nailing of roofing shall be done with Simplex flat head 
roofing nails or with %-in. galvanized roofing nails, driven 
through fiat tin discs. 

All roofing shall be done to the satisfaction and approval 
of the manufacturer. 

General Notes 

Note 1 —Insulated Roofs—If this roof is applied over 
insulating material, the insulation must be firm, capable of with¬ 
standing traffic without crushing, and of a type that will retain 
nails. Provisions must be made that no more insulation shall 
be laid at one time than can be promptly protected by roofing 
in the event of sudden weather changes. A felt cut-off shall 
be mopped along the edge of insulation at a distance of not 
greater than one width of the insulating material from parapet 
walls, curbs and other openings. 

Note 2 —Leader Heads, Vents, etc.—Leader heads, 
vents, and other openings shall he furnished with metal flanges 
of sufficient width to permit proper connections with the roof¬ 
ing. If nor so furnished an exception of responsibility will 
be taken for any leaks which may develop immediately adjacent. 
Flanges of scuppers, gutters, gravel guards, finishing or edging 

strips, leader heads and vents 
shall he set on top of all felts, 
nailed and double felt stripped. 

Bond 

This contractor shall fur¬ 
nish the Manufacturer’s Surety 
Bond Guaranty as issued by the 
National Surety Company of 
New York, N. Y., covering a 
period of 20 years from date of 
completion of work. 

Note: This guarantee is 
not given on jobs of less than 
50 squares, nor in such portions 
of the United States as are not 
covered by the Manufacturer’s 
Inspection Service. 


surface uniformly with Coal 



SPECIFICATION NO. 204—ASPHALT FELT AND ASPHALT WITH SLAG OR GRAVEL SURFACE 
20-Year Bond—Underwriters Class A Rating—For inclines not exceeding 3-in. per ft. 

Construction Identical with No. 202, except that no sheathing paper is used. 
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THE RUBEROID CO. 


COAL TAR PITCH AND TARRED FELT, GRAVEL OR SLAG 

FINISH ROOF 

For Use Over Poured Concrete, Poured Gypsum, Precast Concrete 

Tile or Book Tile 

For Inclines Not Exceeding 1-In. per Ft. 

SPECIFICATION NO. 203—20-YEAR BOND* 

Underwriters’ Laboratories Class A Rating 


The roofing shall he a Ruberoid Bonded Roof carrying a 
20-year guaranty bond, installed in accordance with conditions 
and specifications as hereinafter set forth. 

Definitions 

Unless otherwise specifically stated in any case, the terms 
hereunder listed shall be construed in accordance with defi¬ 
nitions as follows: 

Manufacturer—Ruberoid Mills division of The Ruberoid 
Co., whose main office is at No. 95 Madison Avenue, New 
York, N. Y. 

Contractor—The contractor for roofing work. 

Tarred Felt—Ruberoid No. 15 Tarred Felt. 

Coal Tar Pitch—Ruberoid Coal Tar Pitch. 

Work by Others 

The roof deck shall be thoroughly dry, smooth and free 
from loose material, and properly graded to outlets. 

Where Book Tile is used the surface of the tile shall be 
covered with Portland cement mortar 1-in. thick with a smooth 
and even finish. 

General Requirements Applying to the 
Contractor 

The contractor must be approved by the manufacturer. 

The contractor shall inspect the roof surfaces and shall 
not proceed with roofing work until all defects reasonably 
apparent by proper inspection and which might injure the 
roofing have been remedied by others. The contractor assumes 
responsibility for existing under-surfaces as to their fitness to 
receive roofing when he proceeds with his work. 

Roof surfaces shall be swept clean and free of all loose 
material before proceeding with roofing work. 

The contractor shall afford all necessary facilities for 
inspections by the manufacturer. 

Specifications for Laying Roofing 

First—Coat the roof deck uniformly with Coal Tar Pitch. 
If Precast Concrete Tile is 
used, the surface shall be spot 
or strip mopped. 

Second—Over the entire 

surface lay four plies of Tarred 
Felt, lapping each sheet 24 M»- 
in. over the preceding one and 
mopping with Coal Tar Pitch 
the full 24 1 /*>-in. on each sheet 
so that in no place shall felt 
touch felt. These felts shall be 
cut off at the angle of the roof 
deck and walls or vertical sur¬ 
faces. 

Third—Over the entire 
surface pour a uniform coating 
of Coal Tar Pitch into which, 
while hot, embed not less than 


400 lb. of gravel or 300 lb. of slag for each 100 sq. ft. The 

gravel or slag shall be from %-in. to %-in. in size, dry and 

free from dirt. If the roof is applied during cold weather, 

or slag or gravel is damp, it shall be heated and dried imme¬ 

diately before application. 

Materials and Workmanship 

Not less than the following quantities of materials shall 
be used in constructing each 100 sq. ft. of roof area: 


Four plies Ruberoid No. 15 Tarred Felt. 65 lb. 

Ruberoid Coal Tar Pitch. .200 lb. 

Roofing Gravel.400 lb. 

or 

Roofing Slag .300 lb. 


rp , , . • , . f gravel surface ... .665 lb. 

Total approximate weight surface . S65 lb . 

The felt shall be laid without wrinkles or buckles, and 
the pitch shall not be heated to exceed 400° F. 

All roofing shall be done to the satisfaction and approval 
of the manufacturer. 


General Notes 

Note 1 —Insulated Roofs—If this roof is applied over 
insulating material, the insulation must be firm, capable of 
withstanding traffic without crushing, and of a type that will 
retain nails. Provisions must be made that no more insulation 
shall be laid at one time than can be promptly protected by 
roofing in the event of sudden weather changes. A felt cut-off 
shall be mopped along the edge of insulation at a distance of 
not greater than one width of the insulating material from 
parapet walls, curbs and other openings. 

Note 2 —Leader Heads, Vents, etc.—Leader heads, vents 
and other openings shall be furnished with metal flanges of 
sufficient width to permit proper connections with the roofing. 
If not so furnished an exception of responsibility will be taken 
for any leaks which may develop immediately adjacent. Flanges 
of scupper, gutters, gravel guards, finishing or edging strips, 

leader heads and vents shall 
be set on top of all felts, nailed 
and double felt stripped. 

Bond 

This contractor shall fur¬ 
nish the Manufacturer’s Surety 
Bond Guaranty as issued by 
the National Surety Company 
of New York, N. Y., covering 
a period of 20 years from date 
of completion of the work. 

Note: This guarantee is 
not given on jobs of less than 
50 squares, nor in such por¬ 
tions of the United States as 
are not covered by the Manu¬ 
facturer’s Inspection Service. 



"SPECIFICATION NO. 205—ASPHALT FELT AND ASPHALT WITH SLAG OR GRAVEL SURFACE 
20-Year Bond—Underwriters Class A Rating—For inclines not exceeding 3-in. per ft. 

Construction Identical with No. 203 , except that a primer is used. 
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